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Spectrum Test Report
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CLASS: D2

Color Parameters:
Chromaticity Coordinate:x=0.3168  y=0.3290/u'=0.2007  v'=0.3126   duv=1.165e-003

Tc=6287K  Dominant WL:Ld=488.3nm  Purity=5.9%

Ratio:R=15.6% G=78.0% B=6.5%  Peak WL:Lp=450.3nm  HWL:22.2nm

Render Index:Ra=96.0

R1 =96.6 R2 =96.6 R3 =94.7 R4 =96.9 R5 =96.4 R6 =93.0 R7 =97.5

R8 =96.2 R9 =88.9 R10=91.7 R11=95.8 R12=75.1 R13=97.2 R14=97.2 R15=96.9

TM30 Parameters: Rf = 93.0, Rg:101.1

Photo Parameters: Condition: LED TMP=27.1 deg Scotopic:25475lm S/P:2.3543

Flux  = 10821 lm   Eff. : 101.81 lm/W  Fe  = 40175 mW

e=1.866e+001umol/s blue ratio=2.75 fluo. eff.=2.767e-002

Electrical parameters:
VF = 30.36 V     IF = 3500 mA    P = 106282 mW  Ch1 PF = 1.0000

LEVEL:OUT        WHITE:D2

Status:  T=73.00ms  Ip=36142 (55%)  [ HAAS2000_V3_USB ] V2.00.117T

Model:Z100-TY Number:1
Tester:DAMIN Date:2018-10-17 19-06
Temperature:25.3Deg Humidity:65.0%
Manufactory:EVERFINE Remarks:100W
Assessor:damin
System:WY + HAAS2000_V3_USB


